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PRESS RELEASE – For North America: June, 2012 
 
 

New Link-Belt® 235 X3 Spin Ace Excavator Now Available 

17.5% Better Fuel Efficiency and 15% Better Lift Capacity 
 
The new Link-Belt 235 X3 Spin Ace Minimum Swing Radius Excavator is now available in North 

America in LC and Dozer models. This new model replaces the popular 225 Spin Ace minimum 

swing radius excavator. New features include an Interim Tier 4a Isuzu engine with 17.5% better 

fuel efficiency, a ROPS-certified cab with new interior and 7-inch color monitor, up to 15% more lift 

capacity, 7% faster cycle times and improved serviceability. The 235 X3 Spin Ace can be 

equipped with an optional auxiliary hydraulic system which allows the operator to change both 

pressure and flow settings from inside the cab, a real timesaver when working with a multitude of 

hydraulic tools. 

 

The 235 X3 is equipped with an advanced, electronically-controlled Isuzu diesel engine to deliver 

unparalleled performance and power to respond to peak demands of heavy digging and lifting 

applications. This advanced engine is EPA certified to Interim Tier 4a standards utilizing cooled 

exhaust gas recirculation (CEGR) and diesel particulate filter technology (DPF). The 235 X3 

features an all new Fuel Management System to squeeze every ounce of power from every drop 

of fuel. Technological advancements in engine electronics and enhancements to the hydraulic 

system have helped reduce fuel consumption by up to 17.5%. This intelligent new fuel efficiency 

system controls consumption by lowering engine rpm during non-critical functions. In combination 

with additional engine controls such as Auto-Idle, the advanced Fuel Management System lowers 

overall owning & operating costs like never before. With a high-pressure common-rail fuel injection 

system, there’s no wasted fuel with precision, electronically-controlled metering. A new variable-

geometry turbocharger provides high velocity air flow at lower rpm’s for clean, efficient combustion 

and power even when performing precision tasks at slower speeds.  

 



The X3 Spin Ace Series cab is 8% larger and more expansive with enhanced visibility to the right 

side without blocking the view to the travel motors. With a large, 7-inch LED color monitor to 

interface with the machine, an operator can easily navigate a full menu of user-friendly controls to 

take full command of the 235. An operator will also feel safer in the ROPS-certified cab, especially 

with the standard rear-view camera which displays a panoramic view of the worksite from the rear 

of the machine: optional side-view cameras are also available.  

 

Other notable new cab features include: a Fuel Consumption Gauge on the monitor to assist in 

determining operating characteristics; newly designed joysticks with single-swipe wiper function 

and radio mute buttons; new MP3 audio input, improved air-flow of Climate Control A/C and heat; 

and a repositioned fuse box for easy access. With 20 programmable languages, display 

messages can be read by virtually anyone. And, all Link-Belt excavators are equipped with a 

standard control pattern changer so every operator can feel right at home in an X3. 

 

Refinements to the X3 Series hydraulic system have resulted in gains in lift capacity up to 15% 

and up to 7% faster cycle times. Many of the innovative hydraulic features of generation’s past 

have been carried through to the new X3, including the smooth functionality of the open-center 

design. At the end of the day, it’s better performance, more productivity…more work for less 

money! 

 

To maximize uptime, the 235 X3 features an on-board diagnostic system with flashing diagnostic 

codes on the monitor to quickly alert the operator to potential trouble. New, programmable, service 

interval reminders for 13 different service items can be tracked through the monitor to make 

planning maintenance easier. A new easy access cab filter on the left hand side of the cab 

provides ground level access while helping maintain cab pressure to keep the interior clean. 

Combined with the remote mounted filters and ground-level access carried over from the previous 

model, this new generation Link-Belt excavator will be the easiest to service ever. 

 

Specifications 235 X3 LC Model 235 X3 Dozer Model 
Horsepower – net (kW)  160 (119) 
Operating Weight – lbs (kg)  55,997 (25 400)  56,879 (25 800) 
Track Length – ft-in (m)  14-8 (4.47)  13-9 (4.18) 
Maximum Reach – ft-in (m)   32-4 (9.85) 
Maximum Dig Depth – ft-in (m)   21-10 (6.65) 
Blade Width – ft-in (m)  NA  9-2 (2.80) 
Blade Dig Depth – in (mm)  NA  15 (390)  
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Lifting Capacities
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Radius of Load - Regular Undercarriage with Blade Down
7´ 10˝ (2.40 m) Arm with 18´ 8˝ (5.70 m) Boom and 1,550 lb. (700 kg) Bucket with Power-Boost Applied

5´ 0˝ (1.52 m) 10´ 0˝ (3.05 m) 15´ 0˝ (4.57 m) 20´ 0˝ (6.10 m) 25´ 0˝ (7.62 m) Cap at Max. Reach

End Side End Side End Side End Side End Side End Side
+30´ 0˝ lbs 10,000* 10,000* 8,500* 8,500*
(9.14 m) kg 4 536* 4 536* 3 856* 3 856*
+25´ 0˝ lbs 8,050* 8,050* 9,800* 9,800* 7,300* 7,300*
(7.62 m) kg 3 651* 3 651* 4 445* 4 445* 3 311* 3 311*
+20´ 0˝ lbs 11,300* 11,300* 10,750* 10,750* 9,800* 7,950 6,900* 6,900*
(6.10 m) kg 5 126* 5 126* 4 876* 4 876* 4 445* 3 606 3 130* 3 130*
+15´ 0˝ lbs 18,000* 18,000* 14,350* 14,350* 11,900* 11,300 10,750* 7,750 6,850* 6,100
(4.57 m) kg 8 165* 8 165* 6 509* 6 509* 5 398* 5 126 4 876* 3 515 3 107* 2 767
+10´ 0˝ lbs 26,800* 26,800* 18,500* 16,800 13,900* 10,750 11,650* 7,500 7,050* 5,600
(3.05 m) kg 12 156* 12 156* 8 391* 7 620 6 305* 4 876 5 284* 3 402 3 198* 2 540
+5´ 0˝ lbs 21,650* 15,650 15,650* 10,200 12,500* 7,250 7,500* 5,500

(1.52 m) kg 9 820* 7 099 7 099* 4 627 5 670* 3 289 3 402* 2 495
Ground lbs 17,500* 17,500* 22,850* 15,000 16,550* 9,800 12,850* 7,000 8,250* 5,700

Line kg 7 938* 7 938* 10 365* 6 804 7 507* 4 445 5 829* 3 175 3 742* 2 585
-5´ 0˝ lbs 18,100* 18,100* 25,650* 25,650* 22,600* 14,900 16,500* 9,700 12,600* 7,000 9,700* 6,350

(1.52 m) kg 8 210* 8 210* 11 635* 11 635* 10 251* 6 759 7 484* 4 400 5 715* 3 175 4 400* 2 880
-10´ 0˝ lbs 25,300* 25,300* 29,950* 29,200 20,950* 15,150 15,300* 9,900 11,350* 7,700

(3.05 m) kg 11 476* 11 476* 13 585* 13 245 9 503* 6 872 6 940* 4 491 5 148* 3 493
-15´ 0˝ lbs 23,450* 23,450* 16,550* 15,450 11,150* 10,950

(4.57 m) kg 10 637* 10 637* 7 507* 7 008 5 058* 4 967

Radius of Load - Regular Undercarriage with Blade Up
7´ 10˝ (2.40 m) Arm with 18´ 8˝ (5.70 m) Boom and 1,550 lb. (700 kg) Bucket with Power-Boost Applied

5´ 0˝ (1.52 m) 10´ 0˝ (3.05 m) 15´ 0˝ (4.57 m) 20´ 0˝ (6.10 m) 25´ 0˝ (7.62 m) Cap at Max. Reach

End Side End Side End Side End Side End Side End Side
+30´ 0˝ lbs 10,000* 10,000* 8,500* 8,500*
(9.14 m) kg 4 536* 4 536* 3 856* 3 856*
+25´ 0˝ lbs 8,050* 8,050* 9,800* 9,800* 7,300* 7,300*
(7.62 m) kg 3 651* 3 651* 4 445* 4 445* 3 311* 3 311*
+20´ 0˝ lbs 11,300* 11,300* 10,750* 10,750* 9,800* 7,600 6,900* 6,800
(6.10 m) kg 5 126* 5 126* 4 876* 4 876* 4 445* 3 447 3 130* 3 084
+15´ 0˝ lbs 18,000* 18,000* 14,350* 14,350* 11,900* 10,800 10,750* 7,450 6,850* 5,800
(4.57 m) kg 8 165* 8 165* 6 509* 6 509* 5 398* 4 899 4 876* 3 379 3 107* 2 631
+10´ 0˝ lbs 26,800* 26,800* 18,500* 16,000 13,900* 10,250 10,850 7,150 7,050* 5,350
(3.05 m) kg 12 156* 12 156* 8 391* 7 257 6 305* 4 649 4 921 3 243 3 198* 2 427
+5´ 0˝ lbs 21,650* 14,900 15,000 9,750 10,550 6,900 7,500* 5,200

(1.52 m) kg 9 820* 6 759 6 804 4 423 4 785 3 130 3 402* 2 359
Ground lbs 17,500* 17,500* 22,850* 14,250 14,600 9,350 10,350 6,700 8,250* 5,400

Line kg 7 938* 7 938* 10 365* 6 464 6 622 4 241 4 695 3 039 3 742* 2 449
-5´ 0˝ lbs 18,100* 18,100* 25,650* 25,650* 22,600* 14,150 14,450 9,200 10,350 6,650 9,350 6,050

(1.52 m) kg 8 210* 8 210* 11 635* 11 635* 10 251* 6 418 6 554 4 173 4 695 3 016 4 241 2 744
-10´ 0˝ lbs 25,300* 25,300* 29,950* 27,800 20,950* 14,400 14,550* 9,400 11,350* 7,350

(3.05 m) kg 11 476* 11 476* 13 585* 12 610 9 503* 6 532 6 600* 4 264 5 148* 3 334
-15´ 0˝ lbs 23,450* 23,450* 16,550* 14,750 11,150* 10,450

(4.57 m) kg 10 637* 10 637* 7 507* 6 690 5 058* 4 740



 

 

 

 

 

 

    
    

    
        

    

   

 
 

 
 

    
    

   

    
    

 
 

      

  
 

 
 

 
 

 

    

    

      

 
 

 

 
 

 

 
 

 

  

  

    

Lifting Capacities

     
                   

                     

 
     
 
     
 
       
 
             
 
             
 
             

            
 
             
 
             
 
           

    
                   

                  

 
     
 
       
 
         
 
           
 
           
 
         

        
 
             
 
           
 
       

        
        

    
        

       
         

 

        
        

       
    

       
        

      
      

         
      

 
         

      
  

   

Radius of Load - Regular Undercarriage with Blade Down
9´ 8˝ (2.94 m) Arm with 18´ 8˝ (5.70 m) Boom and 1,450 b. (650 kg) Bucket with Power-Boost Applied

5´ 0˝ (1.52 m) 10´ 0˝ (3.05 m) 15´ 0˝ (4.57 m) 20´ 0˝ (6.10 m) 25´ 0˝ (7.62 m) 30´ 0˝ (9.14 m) Cap at Max. Reach

End Side End Side End Side End Side End Side End Side End Side
+30´ 0˝ lbs 4,700* 4,700* 5,650* 5,650*
(9.14 m) kg 2 132* 2 132* 2 563* 2 563*
+25´ 0˝ lbs 8,850* 8,850* 4,950* 4,950*
(7.62 m) kg 4 014* 4 014* 2 245* 2 245*
+20´ 0˝ lbs 9,850* 9,850* 8,950* 8,200 4,700* 4,700*
(6.10 m) kg 4 468* 4 468* 4 060* 3 719 2 132* 2 132*
+15´ 0˝ lbs 10,950* 10,950* 12,300* 12,300* 10,950* 10,950* 10,050* 8,000 5,300* 5,300* 4,650* 4,650*
(4.57 m) kg 4 967* 4 967* 5 579* 5 579* 4 967* 4 967* 4 559* 3 629 2 404* 2 404* 2 109* 2 109*
+10´ 0˝ lbs 23,800* 23,800* 17,100* 16,900 13,200* 11,000 11,100* 7,700 7,950* 5,600 4,850* 4,850*
(3.05 m) kg 10 796* 10 796* 7 756* 7 666 5 987* 4 990 5 035* 3 493 3 606* 2 540 2 200* 2 200*
+5´ 0˝ lbs 21,000* 21,000* 20,850* 16,050 15,150* 10,400 12,200* 7,350 8,700* 5,450 5,150* 5,100

(1.52 m) kg 9 525* 9 525* 9 457* 7 280 6 872* 4 717 5 539* 3 334 3 946* 2 472 2 336* 2 313
Ground lbs 19,400* 19,400* 22,750* 15,250 16,400* 9,950 12,850* 7,100 6,800* 5,350 5,700* 5,300

Line kg 8 800* 8 800* 10 319* 6 917 7 439* 4 513 5 829* 3 221 3 084* 2 427 2 585* 2 404
-5´ 0˝ lbs 16,250* 16,250* 24,800* 24,800* 22,850* 14,950 16,600* 9,750 12,850* 7,000 6,650* 5,800

(1.52 m) kg 7 371* 7 371* 11 249* 11 249* 10 365* 6 781 7 530* 4 423 5 829* 3 175 3 016* 2 631
-10´ 0˝ lbs 22,350* 22,350* 32,050* 29,450 21,850* 15,100 16,000* 9,850 11,650* 7,150 8,400* 6,850

(3.05 m) kg 10 138* 10 138* 14 538* 13 358 9 911* 6 849 7 257* 4 468 5 284* 3 243 3 810* 3 107*
-15´ 0˝ lbs 32,300* 32,300* 26,700* 26,700* 18,650* 15,550 13,050* 10,250 11,050* 9,150

(4.57 m) kg 14 651* 14 651* 12 111* 12 111* 8 459* 7 053 5 919* 4 649 5 012* 4 150

Radius of Load - Regular Undercarriage with Blade Up
9´ 8˝ (2.94 m) Arm with 18´ 8˝ (5.70 m) Boom and 1,450 b. (650 kg) Bucket with Power-Boost Applied

5´ 0˝ (1.52 m) 10´ 0˝ (3.05 m) 15´ 0˝ (4.57 m) 20´ 0˝ (6.10 m) 25´ 0˝ (7.62 m) 30´ 0˝ (9.14 m) Cap at Max. Reach

End Side End Side End Side End Side End Side End Side End Side
+30´ 0˝ lbs 4,700* 4,700* 5,650* 5,650*
(9.14 m) kg 2 132* 2 132* 2 563* 2 563*
+25´ 0˝ lbs 8,850* 8,850* 4,950* 4,950*
(7.62 m) kg 4 014* 4 014* 2 245* 2 245*
+20´ 0˝ lbs 9,850* 9,850* 8,950* 7,850 4,700* 4,700*
(6.10 m) kg 4 468* 4 468* 4 060* 3 561 2 132* 2 132*
+15´ 0˝ lbs 10,950* 10,950* 12,300* 12,300* 10,950* 10,950* 10,050* 7,650 5,300* 5,300* 4,650* 4,650*
(4.57 m) kg 4 967* 4 967* 5 579* 5 579* 4 967* 4 967* 4 559* 3 470 2 404* 2 404* 2 109* 2 109*
+10´ 0˝ lbs 23,800* 23,800* 17,100* 16,250 13,200* 10,500 11,000 7,350 7,950* 5,350 4,850* 4,850*
(3.05 m) kg 10 796* 10 796* 7 756* 7 371 5 987* 4 763 4 990 3 334 3 606* 2 427 2 200* 2 200*
+5´ 0˝ lbs 21,000* 21,000* 20,850* 15,300 15,100* 9,950 10,750 7,050 8,000 5,200 5,150* 4,850

(1.52 m) kg 9 525* 9 525* 9 457* 6 940 6 849* 4 513 4 876 3 198 3 629 2 359 2 336* 2 200
Ground lbs 19,400* 19,400* 22,750* 14,450 14,750 9,500 10,450 6,800 6,800* 5,100 5,700* 5,000

Line kg 8 800* 8 800* 10 319* 6 554 6 690 4 309 4 740 3 084 3 084* 2 313 2 585* 2 268
-5´ 0˝ lbs 16,250* 16,250* 24,800* 24,800* 22,850* 14,200 14,500 9,250 10,350 6,650 6,650* 5,500

(1.52 m) kg 7 371* 7 371* 11 249* 11 249* 10 365* 6 441 6 577 4 196 4 695 3 016 3 016* 2 495
-10´ 0˝ lbs 22,350* 22,350* 32,050* 27,750 21,850* 14,350 14,550 9,350 10,450 6,850 8,400* 6,500

(3.05 m) kg 10 138* 10 138* 14 538* 12 587 9 911* 6 509 6 600 4 241 4 740 3 107 3 810* 2 948
-15´ 0˝ lbs 32,300* 32,300* 26,700* 26,700* 18,650* 14,800 13,050* 9,800 11,050* 8,750

(4.57 m) kg 14 651* 14 651* 12 111* 12 111* 8 459* 6 713 5 919* 4 445 5 012* 3 969

  
    

 
 

 
 

    
 

 
 

   
  

 
 

 
 

     
 

 
 

     
 

 
 

     
 

 
 

      
 

 
 

 
 

   

   
 

 
 

 
 

 

 
 

 
 



 

 

 

 

 

Lifting Capacities

    
    

    
        

    

   

 
 

 
 

    
    

   

    
    

 
 

      

  
 

 
 

 
 

 

    

    

      

 
 

 

 
 

 

 
 

 

  

  

    

 

Radius of Load - Long Undercarriage
9´ 8˝ (2.94 m) Arm with 18´ 8˝ (5.70 m) Boom and 1,450 lb. (650 kg) Bucket with Power-Boost Applied

5´ 0˝ (1.52 m) 10´ 0˝ (3.05 m) 15´ 0˝ (4.57 m) 20´ 0˝ (6.10 m) 25´ 0˝ (7.62 m) 30´ 0˝ (9.14 m) Cap at Max. Reach

End Side End Side End Side End Side End Side End Side End Side
+30´ 0˝ lbs 4,700* 4,700* 5,650* 5,650*
(9.14 m) kg 2 132* 2 132* 2 563* 2 563*
+25´ 0˝ lbs 8,850* 8,850* 4,950* 4,950*
(7.62 m) kg 4 014* 4 014* 2 245* 2 245*
+20´ 0˝ lbs 9,850* 9,850* 8,950* 8,450 4,700* 4,700*
(6.10 m) kg 4 468* 4 468* 4 060* 3 833 2 132* 2 132*
+15´ 0˝ lbs 10,950* 10,950* 12,300* 12,300* 10,950* 10,950* 10,050* 8,250 5,300* 5,300* 4,650* 4,650*
(4.57 m) kg 4 967* 4 967* 5 579* 5 579* 4 967* 4 967* 4 559* 3 742 2 404* 2 404* 2 109* 2 109*
+10´ 0˝ lbs 23,800* 23,800* 17,100* 17,100* 13,200* 11,400 11,100* 7,950 7,950* 5,800 4,850* 4,850*
(3.05 m) kg 10 796* 10 796* 7 756* 7 756* 5 987* 5 171 5 035* 3 606 3 606* 2 631 2 200* 2 200*
+5´ 0˝ lbs 21,000* 21,000* 20,850* 16,700 15,150* 10,800 12,100* 7,650 8,700* 5,650 5,150* 5,150*

(1.52 m) kg 9 525* 9 525* 9 457* 7 575 6 872* 4 899 5 488* 3 470 3 946* 2 563 2 336* 2 336*
Ground lbs 19,400* 19,400* 22,750* 15,900 16,400* 10,350 11,900 7,400 6,800* 5,550 5,700* 5,500

Line kg 8 800* 8 800* 10 319* 7 212 7 439* 4 695 5 398 3 357 3 084* 2 517 2 585* 2 495
-5´ 0˝ lbs 16,250* 16,250* 24,800* 24,800* 22,850* 15,600 16,550 10,150 11,750 7,300 6,650* 6,000

(1.52 m) kg 7 371* 7 371* 11 249* 11 249* 10 365* 7 076 7 507 4 604 5 330 3 311 3 016* 2 722
-10´ 0˝ lbs 22,350* 22,350* 32,050* 30,800* 21,850* 15,750 16,000* 10,200 11,650* 7,450 8,400* 7,100

(3.05 m) kg 10 138* 10 138* 14 538* 13 971* 9 911* 7 144 7 257* 4 627 5 284* 3 379 3 810* 3 221
-15´ 0˝ lbs 32,300* 32,300* 26,700* 26,700* 18,650* 16,150 13,050* 10,600 11,050* 9,500

(4.57 m) kg 14 651* 14 651* 12 111* 12 111* 8 459* 7 326 5 919* 4 808 5 012* 4 309

Radius of Load- Long Undercarriage
7´ 10˝ (2.40 m) Arm with 18´ 8˝ (5.70 m) Boom and 1,550 lb. (700 kg) Bucket with Power-Boost Applied

5´ 0˝ (1.52 m) 10´ 0˝ (3.05 m) 15´ 0˝ (4.57 m) 20´ 0˝ (6.10 m) 25´ 0˝ (7.62 m) Cap at Max. Reach

End Side End Side End Side End Side End Side End Side
+30´ 0˝ lbs 10,000* 10,000* 8,500* 8,500*
(9.14 m) kg 4 536* 4 536* 3 856* 3 856*
+25´ 0˝ lbs 8,050* 8,050* 9,800* 9,800* 7,300* 7,300*
(7.62 m) kg 3 651* 3 651* 4 445* 4 445* 3 311* 3 311*
+20´ 0˝ lbs 11,300* 11,300* 10,750* 10,750* 9,800* 8,200 6,900* 6,900*
(6.10 m) kg 5 126* 5 126* 4 876* 4 876* 4 445* 3 719 3 130* 3 130*
+15´ 0˝ lbs 18,000* 18,000* 14,350* 14,350* 11,900* 11,600 10,750* 8,050 6,850* 6,300
(4.57 m) kg 8 165* 8 165* 6 509* 6 509* 5 398* 5 262 4 876* 3 651 3 107* 2 858
+10´ 0˝ lbs 26,800* 26,800* 18,500* 17,350 13,900* 11,150 11,650* 7,800 7,050* 5,800
(3.05 m) kg 12 156* 12 156* 8 391* 7 870 6 305* 5 058 5 284* 3 538 3 198* 2 631
+5´ 0˝ lbs 21,650* 16,300 15,650* 10,600 12,000 7,500 7,500* 5,700

(1.52 m) kg 9 820* 7 394 7 099* 4 808 5 443 3 402 3 402* 2 585
Ground lbs 17,500* 17,500* 22,850* 15,650 16,550* 10,200 11,800 7,300 8,250* 5,950

Line kg 7 938* 7 938* 10 365* 7 099 0 0 5 352 3 311 3 742* 2 699
-5´ 0˝ lbs 18,100* 18,100* 25,650* 25,650* 22,600* 15,550 16,500 10,100 11,750 7,250 9,700* 6,600

(1.52 m) kg 8 210* 8 210* 11 635* 11 635* 10 251* 7 053 7 484 4 581 5 330 3 289 4 400* 2 994
-10´ 0˝ lbs 25,300* 25,300* 29,950* 29,950* 20,950* 15,800 15,300* 10,300 11,350* 8,000

(3.05 m) kg 11 476* 11 476* 13 585* 13 585* 9 503* 7 167 6 940* 4 672 5 148* 3 629
-15´ 0˝ lbs 23,450* 23,450* 16,550* 16,050 11,150* 11,150*

(4.57 m) kg 10 637* 10 637* 7 507* 7 280 5 058* 5 058*

1. Lifting capacities shown should not be exceeded. 
Weight of all lifting accessories must be deducted 
from the above lifting capacities.

2. Lifting capacities are based on machine standing 
on firm, uniform supporting surface. User must 
make allowances for job conditions such as soft or 
uneven ground.

3. Lifting capacities shown do not exceed 75% 
of minimum tipping loads or 87% of hydraulic 
capacities. Capacities marked with an asterisk (*) 
are limited by hydraulic capacities.

4. Least stable position is over the side.
5. Operator should be fully acquainted with the 

Operator’s Manual & Operating Safety Booklet, 
furnished by LBX before operating the machine.

6. Capacities apply only to the machine as originally 
manufactured and normally equipped by LBX 
Company, LLC.

7. Lift capacity ratings are based on SAE J1097, 
“Earthmoving Machinery - Hydraulic Excavators - 
 Lift Capacity.”

Notes: Excavator lifting capacities
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CAB

12V Power Outlet................................ü
24V Lighter..........................................ü
AM/FM Sound System........................ü
Anti-Theft Device.................................ü
Ashtray................................................ü
Auxiliary Switches on Control Lever.....ü
Cab Exterior Light Harness.................ü
Cab Filter - External............................ü
Cab Handrails.....................................ü
Cab Interior Light.................................ü
Cab Lights...........................................l
Cab Iso-Mounts...................................ü
Clear Roof Window.............................ü
Climate Control A/C and Heater..........ü
Cup Holder..........................................ü
Defroster..............................................ü
Digital Clock........................................ü
ECO Gauge.........................................ü
Emergency Exit and Hammer.............ü
Face Vent............................................ü
Floor Mat.............................................ü
FOPS Head Guard (Level 2)...............l
Front Guard (mesh).............................l
Front Guard (OPG 1,2).......................l
Front Window One-Touch Lock...........ü
Gate Lock Hydraulic Activation...........ü
Horn.....................................................ü
Hot & Cool Box....................................ü
Hour Meter - Digital.............................ü
KAB 815 Suspension Seat..................ü
KAB 855 Air-Suspension.....................l
LED Color Monitor...............................ü
Magazine Rack...................................ü
Maintenance Interval Reminders........ü
MP3 Auxiliary Input Jack.....................ü
On-Board Diagnostic System..............ü
One-Piece Right Window....................ü
Radio Mute Switch..............................ü
Rain Deflector.....................................l
Rear View Camera..............................ü
Rear View Mirrors................................ü
Roof Sun Shade..................................ü
ROPS Certified....................................ü
Safety Glass Windows........................ü
Seat Recline........................................ü
Selectable Monitor Languages...........ü
Side View Camera..............................l
Small Storage......................................ü

Sun Visor.............................................l
Travel Alarm with Cancel Switch.........ü
Trip Meter - Digital...............................ü
Vandal Cover (front window)...............l
Wiper & Washer..................................ü
Wiper Switch on RH Joystick..............ü

ENGINE

Air Filter - Double Element..................ü
Air Filter Restriction Indicator..............ü
Auto Warm-Up System.......................ü
Auto-Idle..............................................ü
Auto-Idle Engine Shutdown................ü
CEGR - Cooled Exhaust Gas 

Recirculation.....................................ü
Cooling Fan.........................................ü
Diesel Oxidation Catalyst (DOC)........ü
Diesel Particulate Filter (DPF).............ü
Drain for Fuel Tank..............................ü
Dual Remote Fuel Filters with Water 

Separation.........................................ü
EGR Coolers.......................................ü
Emergency Engine Stop.....................ü
Engine Idle System.............................ü
Remote Engine Oil Drain....................ü
Engine Protection Feature..................ü
Fan Housing........................................ü
Fuel Filter Restriction Indicator...........ü
Fuel Management System..................ü
Fuel Shut-Off Valve.............................ü
Fuel Usage Monitor.............................ü
Glow Plug Pre-Heat............................ü
Idle-Start..............................................ü
Intercooler...........................................ü
Neutral Start........................................ü
One-Touch Idle....................................ü
Passive Emissions-Regeneration.......ü
Radiator / Oil Cooler Protective Screen.ü
Regeneration Gauge on Monitor.........ü
Remote Oil Filter.................................ü
VGT Turbocharger..............................ü

HYDRAULICS

Arm Regeneration...............................ü
Arm Speed Assistance - 2 Pump Flow...ü
Attachment Cushion Valve..................ü
Auto Swing Priority..............................ü
Auxiliary Flow Control.........................ü
Auxiliary Tool Settings - Memory.........ü

Auxiliary Valve.....................................ü
Boom Regeneration............................ü
Boom Speed Assistance - 2 Pump Flow.ü
Bucket Curl Assist...............................ü
Control Levers Pre-Wired for Auxiliary....ü
Control Pattern Changer (2 way)........ü
Fire Wall..............................................ü
Free Swing..........................................l
Holding Valve - Arm.............................ü
Holding Valve - Boom..........................ü
Hose Burst Check Valve.....................l
Hydraulic Filter Restriction Indicator.....ü
Long Life Hydraulic Oil - 5,000 Hour....ü
Neutral Pump De-stroke.....................ü
Oil Cooler............................................ü
Power Boost........................................ü
Pressure Reading on Monitor.............ü
Pump Stand-By Pressure...................ü
Straight Travel Circuit..........................ü

AUXILIARY HYDRAULIC OPTIONS

Single-Acting Auxiliary with Switch 
Activation..........................................l

Single-Acting Auxiliary with Pedal 
Activation..........................................l

Thumb Auxiliary wi h Switch Activation....l
Multi-Function Auxiliary with 

Switch Activation...............................l
Secondary Auxiliary with Switch 

Activation..........................................l
Combination Auxiliary with Switch 

Activation..........................................l
Combination Auxiliary with in-cab 

pressure setting control.....................l

UNDERCARRIAGE

600 mm rubber shoes (23.6 in).............l
600 mm shoes (23.6 in) 3-Bar Steel.....l
700 mm shoes (27.5 in) 3-Bar Steel.....l
800 mm shoes (31.5 in) 3-Bar Steel.....l
Steps...................................................ü
Carbody Belly Pan (swivel guard).......ü
Center Track Guide (single)................ü
Center Track Guide (triple)..................l
Regular Undercarriage........................l
Long Undercarriage............................l
Sealed Link Chain...............................ü
Strutted Track Chain...........................ü
X-Pattern Carbody..............................ü

UPPERSTRUCTURE

Belly Pans...........................................ü
Center Cover (Over Main CV).............ü
Fuel Tank Belly Pan.............................ü
Hand Rail - RH Access........................ü
Lifting Eyes for Counterweight............ü
Lockable Fuel Cap and Service Doors..ü
Rubber Bumper Guards......................l
Turntable Tub......................................ü
Work Lights - Boom and Tool Box.......ü

ATTACHMENT

7′ 10″ (2.40 m) Arm..............................l
9′ 8″ (2.94 m) Arm................................l
18′ 8″ (5.70 m) Main Boom Section.....l
Attachment Reinforcement Plate 

(boom+arm)......................................l
Auxiliary Pipe Brackets.......................ü
Boom Work Light.................................ü
Bucket Anti-Clatter Device..................ü
Chrome pins........................................ü
Easy Maintenance System.................ü
HD Bucket Link...................................l
Quick Couplers....................................l
Remote Lube Bank.............................ü
Teardrop pin retention keepers...........ü
Thumbs...............................................l

PARTS KIT

Bucket Anti-Clatter Device.....................ü
Engine Manual....................................ü
Engine Oil Filter...................................ü
Filter Wrench.......................................ü
Fuel Filters...........................................ü
Grease Gun.........................................ü
Green Plug Drain Hose for Engine 

Oil Drain............................................ü
Hydraulic Return Filter........................ü
Ignition Keys........................................ü
Pilot Circuit Hydraulic Filter.................ü
Rearview Mirrors.................................ü
Work Light for Boom...........................ü

Litho in USA 6/12   #LBX2211
LBX® and Link-Belt® are registered trademarks. Copyright 2012. All rights reserved. We are constantly improving our products and therefore reserve the right to change designs and specifications.

Equipment Key
Standard ü    Optional l

Standard and Optional Equipment

Bucket Sizes

No Blade Blade Up

Bucket
Type

SAE
Heaped Capacity

Width  
Outside Lip

Bucket 
Weight Number

of Teeth

Arm Length Arm Length
9´ 8˝ 7´ 10˝ 9´ 8˝ 7´ 10˝

(yd3) (m3) (in) (mm) (lbs) (kg) 2.94 m 2.40 m 2.94 m 2.40 m

STDP
Standard
duty plate

0.65 0.50 24 610 1151 522 4 H H H H
0.87 0.67 30 762 1265 574 4 H H H H
1.09 0.83 36 914 1433 650 5 H H M H
1.31 1.00 42 1067 1570 712 5 M H L M
1.53 1.17 48 1219 1687 765 5 L M L L
1.75 1.34 54 1372 1853 841 6 L L N/A L

HDP
Heavy
duty plate

0.64 0.49 24 610 1392 631 3 H H H H
0.85 0.65 30 762 1592 722 4 H H H H
1.07 0.82 36 914 1794 814 5 H H M H
1.29 0.99 42 1067 1954 886 5 M M L M
1.51 1.15 48 1219 2114 959 5 L M N/A L
1.72 1.32 54 1372 2315 1050 6 N/A L N/A L

XDP
Extreme
duty plate

0.64 0.49 24 610 1549 703 3 H H H H
0.85 0.65 30 762 1769 802 4 H H H H
1.07 0 82 36 914 1933 877 4 H H M H
1.29 0 99 42 1067 2152 976 5 L M L M
1.51 1.15 48 1219 2316 1051 5 L L N/A L
1.72 1 32 54 1372 2536 1150 6 N/A L N/A N/A

POWER
HDP for use 
with ESCO
multi-pin
grabber only

0.61 0.47 24 610 1956 887 4 H H H H
0.80 0.61 30 762 2102 953 4 H H H H
0.99 0.76 36 914 2287 1037 5 M H M H
1.18 0.90 42 1067 2433 1104 5 M M L M
1.38 1.06 48 1219 2578 1169 5 L L N/A L

DITCH 1.08 0.83 60 1524 1470 667 0 H H M H
1.20 0.92 66 1676 1557 706 0 M H M M
1.32 1.01 72 1829 1648 748 0 M M L M

Approval Code For 
Arm/Bucket Combinations

H.......................  Heavy material
	 (up to 3,370 lbs./yd3)

M.....................  Medium material
	 (up to 2,700 lbs./yd3)

L.......................... Light material
	 (up to 2,020 lbs./yd3)

N/A.....................  Not applicable

STDP - Standard duty plate
HDP - Heavy duty plate
XDP - Extreme duty plate
POWER - HDP for use with ESCO 
	 multi-pin grabber only

        
                   

                  

 
     
 
       
 
         
 
           
 
           
 
         

          
 
             
 
           
 
       

        
                   

                  

 
     
 
       
 
         
 
           
 
           
 
         

          
 
             
 
           
 
       


